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A sodium bentonite with high bonding properties when mixed with sand, and good swelling, 
gelling properties. It is mainly designed for bonding of foundry sand  mould, and may also be 
used for its good rheological properties. All bentonite is mined in the Heidelberg (WC) area.

eccabond f
sodium bentonite
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% montmorillonite 94
% Quartz 5,5
% mica 0,5

physical prOperTies

colour (crude) Grey - Fawn
appearance Powder
moisture (%) 8 - 12
specific gravity (g/cm3) 2,51
loose bulk density (g/cm3) 1,1
particle size distribution ≤ 10% retained on 75 µm
grit ≤ 5,5% retained on 53 µm
ph (30g in 60ml water) 9 - 11
swelling index (ml/2g) ≥ 23
Water absorption (on sinter plate) ≥ 500%
cation exchange capacity (meq/100g) ≥ 70
Viscosity marsh funnel Immediate: 24 seconds
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The technical information and specifications contained in this data sheet are only for information purposes. 
These information and specifications can be modified and do not constitute nor could be constitutive or be 
interpreted as a representation and/or as a warranty of the validity of the information and specifications 
specified. The general terms and conditions of sale, available on our website or upon request from our customer 
service, apply to the sale of our products.
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FOUnDry prOperTies

compactability (%) 50 - 70
green compressive strength (kpa): ≥ 45
Dry compressive strength (kpa) ≥ 200
shatter index (%) ≥ 35
moisture sand mix (%) 1,8 - 2,1

healTh anD saFeTy

Eccabond F is a milled alumino silicate product which generates dust when handled in dry 
conditions. Eccabond F  is low in dust likely to yield respirable silica levels. A dust mask is 
recommended for use when handling this product in bulk volumes. The material is a natural 
dessicant. Handling with gloves or the use of a barrier cream will prevent drying of the skin. 
The product is very slippery when wet and special care must be taken during handling in 
wet conditions.

pacKaging

Eccabond F is available in the following packaging:  
- 40 kg multiply bags, 25 bags per 1,0 metric ton pallet.
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